
R E S T R I C T E.D

C~FICE OF CIVILIAN D~ENSE
WASHINGTON, D. C.

CIVIL AIR PATROL

OP~P~T IONS MEMORANDUM)
N O .             i i )

NATIONAL HEADQUARTERS
WASHINGTON, NOVE~ER 2, 1942

0IL LINE ~A~L~dES

I g  O i l  l i ne  f a i l u res  i n  90  H .  P.  F rank l i n  S t i nson  Voyage rs  have
been reported from several  Coastal  Patrol  Bases.

2. The vibrat ion which usual ly causes these fai lures may be damped
out by means of special  c lamps and supports,  as set forth in Aircooled
Motors Corp. Service Bul let in No. 20, dated August 20~ 1942~ External 0i l
Pipes, copy of which is attached hereto.

3. Coastal  Patrol  and Liaison Patrol  Commanders wi l l  take
immediate steps to have al l  Frankl in Engines in service at their  Bases
equipped with the oil-pipe clamps" and supports recommended by the
mar~acturer.

4 .  Due  t o  sho r t ages  o f  bas i c  ma te r i a l s j  i t  w i l l  be  necessa ry  t o
supply Aircooled Motors Corporat ion with an A-I-A Preference Rating
Ce r t i fi ca te  (P r i o r i t y  Ce r t i fi ca te )  cove r i ng  t he  r equ i r ed  pa r t s .  Reques t
Forms are  a t tached for  th is  purpose,  Orders  fo r  the  requ i red par ts  w i l l
be mai led direct to th~ factory and the Request Forms wi l l  be executed and
mailed to this Headquarters in dupl icate.~

5 .  A t t en t i on  i s  d i r ec ted  t o  t he  "S "      nuggeat len o the Lead Problem"
presented in the next te the last paragraph of the attached Aircooled Motors
Cerp ,  Serv ice  Bu l le t in .

By directinn ef National Command'er JOHNSON: /

Colen. .l  oCorpo
Operat ion~O fficer
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HQ., CAP PATROL NO._~_~

(Loca t ion )

(Date)

Sub jec t :

To :

O p e r a t i o n s  M e m o r a n d u m  N o .  i i  -  R e q u e s t  f o r  A - I - A F r i o r i t y
C e r t i fi c a t e

O p e r a t i o n s  O f fi c e r,  N a t l .  H q . ,  C A P,  D u P o n t  C i r c l e  B l d g . ~
Washington,  D.  G.

I .  I n  ~ c c o r d a n c e  w i t h  t h e  p r i v i s i o n s  o f  O p e r a t i o n s  M e m o r a n d u m
N o .  l i p  N a t i o n a l  H e a d q u a r t e r s ,  N o v e m b e r  2 ,  1 9 4 2 ~  O i l  L i n e  F a i l u r e s ,  t h e r e
i s  e n c l o s e d  n  l l s t  o f  p a r t s ,  i n c l u d i n g  p r i c e  e x t e n s i o n s p  f o r  s p e c i a l
v i b r a t i o n  c l a m p s  a n d  s u p p o r t s  f o r  e x t e r n a l  o i l  p i p e s  f o r  F r a n k l i n  E n g i n e s
i n  s e r v i c e  a t  t h i s  B a s e .

2 .  T h e  p a r t s  l i s t e d  o m e  n e c e s s a r y  f o r  t h e  p r o p e r  m a i n t e n a n c e
o f  these  eng ines .

3 .  I t  i s  r e q u e s t e d  t h a t  ~ m  A - I - A  P r e f e r e n c e  R a t i n g O e r t i fi c a t e
be  ob ta ined  f rom the  War  P roduc t ion  Board  cover ing  the  pu rchase  o f  t hese
m a t e r i a l s  w h i c h a r e  b e i n g  o r d e r e d  b y  t h i s  B a s e  f r o m  t h e  m a n u f a c t u r e r,  -
A i reoe led  Moto rs  Corpora t ion ,  Sy racuse ,  New York

(Name)

Commanding
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FRANKLIN

August 20, 1942

SERVICE BULLETIN NO, ~O

~XTER~AL OIL PIPES

AS a precaut ionary measure, i t  is reco~mended that al l  external oi l
p ipes be replaced with new at each top overhaul.  The~ expense involved is
very smal l  when compared to possible engine damage, due to lack of oi l
resu l t ing  f rom o i l  p ipe  brea~ge.

Vibrat ion usual ly causes oi l  p ipe fai lure and we now have avai lable
clamps and supports,  designed to minimize this vibrat ion. These can be
ins ta l led  w i thout  ramova l  o f  p ipes ,  and i t  i s  recommended tha t  the  se t
l i s ted  be low,  app l icab le  to  your  eng ine,  be  purchased a t  the  fi rs t
opportunity.

MODEL AAC-176 ENGINES

11677 Valve Case Oil Pipe Clamp
11805 Valve Case Oil Pipe Support
19x15 Shakeproof Lock Washer) Cl~mp
12xl8 Round Head Screw )  t o
3x32 HexN~t ) Support
11676 ' Valve Case 0il Pipe Sleeve

(Rubber)

11677
11674
19x15
12x18
3x32
11676

11677

11675

11674
19x15
12x18
3x32
i1676

MODEL 4AC-%99 ENGINES

Valve Case Oil Pipe Clamp
Valve Case Oil Pipe Support
Shakeproof Lock Washer) Clamp
Round Head Screw )  t o
Hex Nut ) Support
Valve Case Oil Pipe Sleeve

(Rubber)

MODEL 6AC-298 ENGINES

Valve Casc 0il Pipe Clamp
(Double)

Valve Case Oil Pipe Clamp
(Single)

Valve Case Oil Pipe Support
Shakeproof  ~k  | ,~Ror)  C lsmp
Round Head Screw )  t o
Hex Nut )  Suppo r t
Valve Case Oil Pipe Sleeve

(Rubber)

No. Required Price
~ ' n n ~ _ _ Each

4                    $ .29
2                 . 3 9
2                   . 0 1
2                   . 0 1
2                   . 0 1
4                         .05

4 .29
2 .39
2 .01
2 .01
2 .01
4 .05

2 .33 !
4 .39
4 .O!
4 .01
4 .01
6 .05
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